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Foreword

The investigation reported herein was first proposed in a letter

dated 19 November 1965 from Mr. Herman G. Protze, Materials Technologist,

Wellesley, Mass., tco Mrs. Katharine Mather, Chief, Petrography and X-Ray

Section, Engineering Sciences Branch, Co.icrete Division, U. S. Army Engi-

neer Waterways Experiment Station (WES). Mr. Protze, hired by Fay, Spofford

and Thorndike, Inc., Engineers, Boston, Mass., as a consultant, stated in

his letter that he was forwarding concrete samples from Dry Dock No. 2,

Charleston Naval Shipyard, S. C., for examination. By letter dated 3 Decem-

ber 1965 to the Director, WES, the Southeast Division, Bureau of Yards and

Docks (BuDocks), authorized the performance of the examinations proposed by

Mr. Protze. MIPR R-66-5 was furnished to cover cost of the work. Progress

reports were ftrnished under dates of 14 January and 4 February 1966. They

are included herein as Appendixes A and B. These progress reports were also

included as Inclosures E and F to "Report on the Present Condition of the

Concrete in Dry Dock No. 2," dated February 1966, submitted to the Director,

Southeast Division, BuDocks, by Fay, Spofford and Thorndike, inc.

The data developed were reviewed in conversations with Mr. Protze,

Mr. Royal C. Flanders of Fay, Spofford and Thorndike, Inc., and repr-centa-

tives of the Southeast Division, BuDocks. By an amendment dated 1 June 1966

to MIPR R-66-5 additional funds were provided to cover the preparation of a

report.

The investigation was conducted at the WES Concrete Division during

the period DecL,,er 1965-June 1966 under the supervision of Messrs. Bryant

Mather and R. V. Tye by Mr. Alan D. Buck and Mrs. Mather. Mr. Buck ard

Mrs. Mather prepared this report.

Directors of the WES during the conduct of this study and the prepa-

ration of-this report were COL John R. Oswalt, Jr., CE, ard COL Levi A.

Brown, CE. Technical Directors were Messrs. J. B. Tiffany and F. R. Brown.
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.•.ersion Factors, British to Metric Units of Measurement

British units of measurement used in this report can be converted to metric

units as foiLows:

'1ultipl' By To Obt-Pair.

inches 2.54 centimeters

feet 0.3o48 meters
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S. ..- ~Summ~ary , .

Eight concrete cores from Dry Dock No. 2, Charleston Naval Shipyard,
S. C., werc. examined to determine whether evidence could be found that
alkali-silica reaction had occurred in the concrete ani whether, if this
reaction had occurred, it was still continuing.

The appearance of some of the concrete sad of the associated white
porcelaneous secondary reaction product (gel) indic-ted alkali-silica re-
action had occurred. However, the quartz aggregate used in this concreteis not among t•ypes of naterfial usually considered tc be reactive. In ad-
dition, the gel material was definitely more crystalline than alkali-

silLca gel has usually been found to be.

5 Various tests and examinations were made of the gel, the aggregate,
the cement paste, and The concrete. No~ae of Whe data sugrested that the
aggregate wouid be diagnosed as reactive by normal criteria. it appeared
that only one source of aggregate had been used in the concrete.

Chemical analysis of a 0.4-g zample of gel from the reacted concrete
showed it to consist largely of water, silica (3i02 ), lime (CaO), and. -
potassa (K2 0); the last amounted to 19 percent. The ..pproximate chemical

formula of this material, CaO.K2:.5Si02.5H20, `-c rea~onabie as a generalized..
formula for impure alkali-silica gel; the mici.oscopical examinations

showed that this gel consisted of at least three different cryzstalline
phases. One of these included amorphous material thst is probably alkali
silica gel.

After consideration of all of the available data it i.q concluded that
alkali-silica reaction has occurred and that the effects of this reaction
have essentially terminated.

Since 'iWe alkali portion of the gel was high in K 20 and low in Na•,0,
it is believed -chat 'Lhe source of this alkali was the cement rather tha*i
the sea water tc which the concrete was exposed.

The rather unusual enyironment of the dry dock %ith its anequal pe-
riods of wetting and drying of tne concrete prolhably resv ted Li moving con-
centration fronts or loc.al concentrations of alkali from the cement which
together with oth,-r environmental factors caused the reaction to ecru-.

I.



Not all of the con'crete exhibited alkali-silica rf;tO~ Thisma
signify, -that two ceynnts were used. and reaction was confined -tc 'the corc'rete_K;made, with the one of higher alkali content, car it nay be due to an irndete-r-'
mined. environrmental factor. It seems more probable that ccments_ of dif-
fereiit alkali content-s were involved.

Progrs eot 1 and 2 are included as Appendixes A ahil, B, anid WES
Technical--Memorandu.m No. 6-224-~ is included as A-ppendix C.
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CONDITION OF CONCRE'TE IN DRY DOCK NO. 2.

CHARLESTON NAVAL SHIPYARD, S. C.

r)Introduction

1. A laboratory inve~stigation-of concrete cores fromi Dry Dock :.4o. 2,

,Cbarltston Naval Shipyard,-Charleston, S. C., was undertaken by the U. S.

Army Engineer-Waterways Experiment Station (WES>/to provide answers to the

two following questions-, Has a deleterious chemical reaction occurred in

some or all of the concretc? If a deleterious chemical reaction has oc-
curred, do its physical effects continue tu produce expansion and c-acking

in the structure today? It is assumed thab a continuing chemical r-cv'tion

that had no undesirable physical consequences on the volume stability or

strength of the concrete would be of no co.icern because it would have no

practical consequences. I
2. The answers to these questions were needed to assist in deciding

whether or not the existing concrete walls can be incorporated in proposed

modifications to the dry, dock. Dry Lock No. 2 was constructf.-a in 1942 by

theMcDougal Construction Co. •:,.•

Samples

3. Two 4-in,-diameter concrete cores from Dry Dock No. 2 were re-

ceived on 29 Novembef 1965. Six more 4-in.-diameter conrete cores were re-

ce.;L'ed on 16 December 1965. All were provided by Mr. Herman G. Protze.*

The l.ocations in the s~tructure ftrori. which the cores were taken are shown. in

plate .1.

p . Identifying data for the samples are shown nn the following page:

* Mr. Herman G. Protze, Materials Technologist, IIi Martin Pd., Wellesley,

Mass., Consultant for Fay, Spol'ford and Thorndike, Ina., Engineerss
Boston, Kass.
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Date
CD Serial Field Rec'd Depth, Back of
No. BYD-l No.* 1965 Dock Face, in. Condition

CON-S iS-6 16 Dec 41-3/4 to 49 Cracked; reaction product

CON-4 2S-4 16 Dec 39-1/2 to 53-3/4 Cracked; reaction product

CON-5 38-3 16 Dec 28 to 38 No visible cracks or deposits

CON-1 4s-4C 29 Nov L4 to 52 No visible cracks or deposits

CON-6 6S-1 16 Dec 0 to 12 Cracked; reaction product

CON-7 4N-5 16 Dec 32-1lA to 44-3/4 No visible cracks or deposits

CON-8 6N-1 16 Dec 0 to 15 Cracked; reaction products

CON-2 6N-3 29 Nov 27-1/4 to 39-1/2 Cracked; reaction products

* S in the fiell number refers to the south and N to the north wall of
ýhe dry dock.

All cores were taken from elevations -10.6 to -17.9"* except core 3N which

was taicen at an elevation of +0.7 and 3S which was taken at an elevation

of +0.8. Unless core 3N shows evidence of reaction, the cores that show

reaction represent The lower third only of the wall, so that there is no

representation of reacted concrete in the upper two-thirds of the wall

that has been examined here. The lateral distribution of the cores along

each wall indicates rep.cted concrete in both walls near the inboard end

(cores 6N and 63) and toward the outboard end (lS and 2S, and 2N as examined

by Dr. Levi S. Brownft) w•th regious of unaffected concrete midway on each

side (4N, 4S, and 'S, and 5S as examined by Dr. Brown).

5. Eleven soil samples from two boreholes located about 60 ft from

the inboard end of the drj dock were received on 14 December 1965 from Fay,

Spofford and Thorndike. These soil samples were believed to be representa-

tive of soils adjac,'nt to the dry dock. The samples are identified as

follows:

** All elevations (el) cited herein are in feet referred to mean sea level.

t Dr. Levi S. Brown, Consulting Engineer, Portland Ceirant and Concrete,
* 570 Northwest High.way, Des ?laines, Ill., acted is a consultant for Fay,

Spofford and Thorndike.

22
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Field Identification
Sample

CD Serial Borehole Sample Taken at
No. BYD-l No. No. Depth, ft Description

SS-l 9 1 5 Blue clayey sand
SS-2 9 2 10 Gray clay
SS-3 9 5 25 Marl
SS-4 9 6 30 Marl
SS-5 9 8 4o Marl

ss-6 10 1 5 Gray fine silty sand
SS-7 10 2 10 Soft blue clay
SS-8 10 3 15 Brown medium sand
SS-9 10 4 20 Marl
SS-10 10 5 25 Marl
SS-11 10 6 30 Marl

Test Procedure

Visual and stereo-
microscopic examinations

6. The cores were examined with the naked eye and with a stereo-

microscope when they were received. The first two cores received (4S-4C

and 6N-3) were sawed longitudinally, and these sawed surfaces were also

examined. One-half cf each of these two cores was stored in water for

several days with its sawed surface above the water. These surfaces were

examined at intervals for the development of or enlargement of the gel

reaction product during this storage. Fragments of the gel were placed in

dilute hydrochloric acid and observed for possible reactions.

7. Since all of the cores had been drilled horizontally, various

features were studied to determine the orientations of the cores. Once

these were known the orientation of the cracks in the structure was known

from the cracks present in the cores.

Photographs

8. Six photographs were taken of four of the five cores that showed

cracking and deposits of gel (see figs. 1-4).

Examinat ions by po1larizing rdicroscope

9, Thin sectionn were prepared from cores 4S-4c, 6N-3, lS-6, and

S.S-4 for exvAinatlon with a polarizing microscope. i

10. Samples of deposits in voids and of the gel present in the

__n



Fig. 1. Core IS-6, depth 41-3/4 to 49 in. Holes visible

in the aggregate particles of this core and the cores in
subsequent photographs were a.ode by a small-disameter core

barrel to obtain samples of coarse aggregate

concrete were selected by handpick-ng unde2 a stereomicroscone. Powder
immnersion me, nrs of the reaction products in oils of different reý,fractive

indices were studied with a polarizing microsce ope to determin opticalc

properties.

X-ray examinat ions

-1. Secondary reaction kroduct (Eel).

a. A sample of the white poreelaneous ,el, from a /!i-Ln. void,
was ground in water to make r slurry which was '-liowod 0o

dry on tl/4-in.-wide glass slide. X-ray dittra•tion pat-
terns of the dry film were made.

b. A composite salmple or gel, Vaninhkel t'or ,Secn I sij,
was also exninued by X-ray metlods: X-ray iifra,'' toi nn.
emission patterns were made of a tightly 11at-ke i ,cw'h' sp,-
face. An X-ray pattern was nlso made of ihis ,,aleeL'al zii'to.
it had undergone ditfferential therial rtial:,sis (DTA', up to
1000 C. Another portion of' this !Laterial was ijrowuI ill n1-
,iohol and the slurry was plaT-L[1 o-itn aluiIiium surtface !t;0
dried at 450 C; the dried fil1m .*a X-rns e.
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Fig. 2. Core 2S;-4, depth 39-1/2 to 53-3/4 in. Thp photo-
g;raph shows general appearance of core; bottom photograph
particle reacted after the core was drilled. The rough

appearance of the particle was produced by reaction prod-
ucts hardening around some of the sawdust in which the
core was packed for shipment. The white spots above, be-
low, and at the right tip of the reacted particle are cav-

ities filled with alkali-silica reaction product

} ...... ... ....
2 IIi |I
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Fig. 4. Core 6N-1, depth 0 to 15 in.

c. Some of the reaction product, identified in this study as
layered tan material, was X-rayed after drying from an al-
cohol slurry.

12. Paste samples. Matei'ial representing cement paste from reacted

concrete (cores 2S-4 and 6S-I) and unreacted concrete (corE 3S-3) was ob-

tained from freshly exposed broken surfaces to minimize carbonation of the

cement paste. All possible precautions were taken to ensure that the sam-

ples were as free as possible from aggregate ccntamination. The samples

were ground and X-rayed as tightly packed powders in a nitrogen atmosphere

to prevent carbonation of the paste.

13. Coarse aggregate. Fragments from five coarse aggregate particles

in core 6N-3 were obtained and then groiud and X-rayed as tightly packed

powders. One piece of fine aggregate was examined in the same way.

14. Soils. An X-ray pattern was made of each of the 11 samples in

its as-received condition. Each saml'.e was tightly packed to create the

best possible surface; a saturated atmosphere was maintained whi.le making j
the patterns. In addition, sample 8 from the 40-ft depth of borehole 9 and •.

7[



sample 6 from the 30-ft depth of borehole 10 were examined as follows. A

water slurry of each sample was allowed to dry on a glass slide. This sur-

face was X-rayed air-dry and after saturation with glycerol.

15. X-ray conditions. All of the diffraction patterns were iile with

an X-ray diffractometer using nickel-filtered copper radiation. The enis-

sion pattern was made on a similar unit arranged for emission spectroscopy;

the examination was made in a helium atmosphere with a PET analyzing crystal

and with chroiuum radiation.

Chemical analysis

16. Gel. The sample of gel gathered for chemical analysis amounted

to 0.4 g of material after drying to constant weight at 450 C. It was

analyzed for major oxides by wet chemical methods except that the amounts

of K20 and Na2 0 were determined by the use of a flame spectrophotometer.

17. Quick chemical test of aggregate. A sample of coarse aggregate

from the reacted concrete (cores 6ON-i, iS-6, 2S-4, and 6S-I) and from the

unreacted concrete (cores 3S-3 and 4N-5) was prepared as follows. Small

cores (0.35 in. in diameter) were taken from several coarse aggregate parti-

cles exposed on the large core surfaces; all adhering mortar was trimmed

away with a diamond saw. The resulting aggregate samples were crushed and

sized to pass the No. 50 sieve and be retained on the No. 100 sieve. All

adhering fines were removed by washing. The amount of each sample reimining

was about 32 and 30 g. This material was then tested for potential reactiv-

ity by immersing in alkali solutions 1n a'eordancc with CPRD-C 12-.-: e,:-

cept that only a single determination was made because of th- small amount

of material available for test.

Differential thermal analysis (DT.A)

18. A scinple of gel was excninc-i bj, DTA. This sam:pte ;,,as Hentn+irý,l

with that used for chemical analysic. nnJ for osome of' the X-ray examinations.

Field data
2

19. The records of movement in Uld of the dry dock ,s indicated bx,

reference metal plugs were studied and tabulaidA

Progress reports

20. Frogresr Reports I ýnd ' zere prepare,. iurll,•" he s+i" ,.* TS, ,,

are included hereIn as Appendixes A rind F, respe!t ve!:.

J " ,
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Results

21. The results are presented below as they were obtained from tests
on the concrete cores, the coarse aggregate, the gel, and the soil samples,

respectively.

Cores

22. Orientation studies of the cores revealed that in all of the

cracked cores, the cracks dipped downward into the basin of the dry dock.

23. Five of the cores (6N-3, 6N-l, 1S-6, 2S-4, and 6S-l) showed

evidence of deleterious reaction. The evidence was the old cracks in the

cores and the white porcelaneous gel that coated the crack surfaces. This

gel also was found in voids and lining aggregate sockets in the cores. Core

6N-3 probably exhibited the most signs of reaction. Three of the cores

(4s-4c, 3S-3, and 4N-5) exhibited no signs of deleterious chemical reaction;

they were not cracked nor were they observed to contain any gel. Aside from

the evidence of reaction in five of the eight cores, there were no observed

differences in the concrete.

24. No brown stalactites were observed in or on any of the eight

cores that were examined. (Mr. Piotze's letter of 19 November 1965 mentioned

that brown stalactites were common on exposed concrete surfaces at the seams

in the dry doe.:.)

25. In fig. 2 the white porcelaneous gel can be seen on the surface

of core 2S-4. The small drill holes that are visible in figs. i-4 in many

of the coarse aggregate particles on the core surfaces represent the cores

of coarse aggregate removed for the quick chemical test.

Concrete

26. Examination of thin sections of reacted concrete from cores h)N-3,

2S-4, and 1S-6 and of thin sections of nonreacted concrete from core 4S-4C
indicated:

a. The coarse aggregate was quartzite. Some of the particles
,qre strained. There ,ny have been some vein quartz pebble.:.

b. The fine aggregate was a naiural sand composed of quartzite,
quartz, and fellspar grains.

c. None of the najregate particles showed definite sirrns of
h a~tvIng rercCted. jl

I.



d. The appearance of the residual unhydrated cement in the
cement, paste suggested that the original cement was high
in aluminoferrite content. The cement paste was not car-
bonated and there was abundant calcium hydroxide, although
calcium hydroxide was depleted near some reacted coarse
aggregate particles.

e. The gel was very common in the thin sections of reacted con-
crete; it was not recognized in the thin sections of the
nonreacted core.

f. Cracking wag very apparent in the thin sections of the re-
acted concrete; cracking was not fomnd in the thin sections
of the nonreacted concrete.

There was no apparent differer-e in the aggregate or cement
used in the reacted and nonreacted concretes.

27. X-ray examination was made of the paste from three cores:

(a) 2S-4 reacted concrete, (b) 6S-I reacted concrete, a•id (c) 3S-3 non-

reacted concrete. This examination indicated that about the same amounts

of normal hydration products were present in each core. No peaks attribut-

able to the gel were detected in any of these Datterns. There did seem

to be a decrease in the amount of calcium, hydroxide present as the amount

of visible reaction increased in the concrete.

28. Calcium sulfoaluminate was present as clt.,ters of tiny white

rosettes of needles partially filling some voids in the concrete. The

amount and type of occurrence appeared to be normal.

29. The data in tables 1 end 2, which concern vertical movements cý

the dry dock since 19 45 and horizontal movements ;ince 1953, suggest that

thu. r-:ount of movement became less with increasing age of the structure.

Coarse aggregate

"30. The results of the quick chemical test, shown in fig. 5, do not

indýcate a potentially reactive aggregate. These results are discussed in

Progress Report 2 (Appendix B).

31. As mentioned earlier, the coarse aggregatc in all of the cores

is quartzite with perhaps some vein ouartz particles. The X-ray examination

of several quartzite pazticles from the rcacted recncrete of core 6N-, indi-

c&ted that all of the rock was quartz. There were no other mirera ts

prea ent.

j0
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.32. There were a4 least three (list inlct1 different phases presert in
the white porceianeous material that was found in voids, in ar'gregate

~ocet:,and on old crm*: surfaces of' the reacted ooncrete. ctfth

la~boratory tetrts were made on this miultiphiase Cde. As stated In Prog-ress



-Report 2 (Apýpendix B), the ýel gave. every indication -of bei~ng alkali-silica'

c'ryst alline ones, were present.-
~~~~~ -Cecysalnet the usul gltiof s gemlr

33. Some of the properties determined by test of h nlihs e

are recorded ~below:

a. When part of core 6N-3 was stored in water for several days,
the gel exposed on a sawed surface of ,the core swelled be-
cwase of imibibition of water.

b. When placed in dilute hydrochloriLc acid, the gel dissolved
with very little efffervescenco and left a soft, transparent,
probably siliceous, residue.

c. Quartz grains and carbonatte grains were usually present as
minor oontaxrinat ions in the gel sai~rles.

d. The chemical analysis of a 0.4-g sample of this gel is shown
in table 3. The data indicate that tlbe generalized formula
for this samucle is

CaO.K 2O.5SiO .5H2 0

This is certainly not the actual formiila since the sample
contai.ned several phases, but LAis probably approximately
correct11 qnd is satisfactory for an alkali-silica gel. X-ray
emission examination of some of this samne material indjicated
t'-!t it was composed largely of silica, potassium, and cal-
ciumn. Since the X-ray method does not letect the hy'drogen
or oxyigen present in the water, these results were in good
agreement with those of the chemical anallysis.

e. X-ray diffra~ction and UTA examinations w.-re made of some of
the same mnaterial that was used for chemical anal ys is. No
successful ident ifi cations were made. The probable reasons
for this are discussed latur.

34. The results of tihe exanination of' fhe separate phases of tile Lgel

are discuassed below:

a. Witc~ porcelaneous Cel fro.m1 a 14A-Ln, void. Tl-Ž optioal
and X-ray. data showed 1at, iThis viaterial oonslstcdc of' at.
least "wo -unilentified hlases pius i~dnor Taiounts tjf oaliiux:.
carb-nk&-'.e7. One of th~e unidleni [Pied 'Iiasrns was Ilhe t&V1
la~cerd r.jttezi'al whU.ch Is Itsouxscd below. Th ýr~a clal.
t;.'ri.fal 61, theý;-ý '111 In hs 1ý- n vold Is or stC. lI ne. T t

is tzrzuisijar.ni- in plio~e-poisarized Miiht and 'as a salt,



and pepper type of texture under crossed nicols. Many
cherts have a similar textL .... The average refractive
index of this material is about 1.494.

b. Tan layered material. This material is hard, brittle, and
has a layered structure like that common to opal. The ma-

terial was found coating one void. An X-ray pattern was
made of this material which is believed to be one crystal-
line phase. The X-ray data indicate that this phase was
also present in the gel from the 1/4 -in. void and in the
composite gel sample used for chemical analysis. If the
fibers in this material are uniaxial then they are length
slow positive crystals with positive elongation. They
have low or moderate birefringence and parallel extinction.
The refractive index lies between 1.510 and 1.544.

c. Alkali-silica gel. This was one of the three rhcses present
in the composite gel sarple used for chemical analysis. In
powder immersion mounts it looked like alkali-silica gel.
There were clear and brownish translucent fragments with the
properties shown below:

C aBrownish Translucent

_ _Clear Fragment_ s Fragments
Amorphous Crystalline Amorphous Crystalline,

n > 1.45 n < 1.45 n <• 1.45 n ý 1.45

It seems probable that this too may be a miultiphaoe material.

35. The Drobable assignments of lines comprising the bulk of the

X-ray pattern of each of the crystalline gel phases just discussed are

tabulated below. The material in column 2 was fonud as a pure phase and

mixed with the material in column 1. The materials in columns 1 and 2 were

both found mixed with the material in colu-mn 3.

Interplanar Spacings, d , A
Crystalline Tan Crystalline Phase from

Phase in Gel Layered Composite Sample Used
from lAt-in. Void Material for Chemical Analysis

11.5 10.8 13.2

8.6 ý.06 12.2

(.7 3.01 7.0

5.0 2.78 5

(Continued)



Interplanar Spacings, , A

Crystalline Tan Cryctal line Phase from
Phase in Gel Layered Composite Salrlpi]l Use.]

from 1/4-in. Void M1aterial Cheinical1 Anilysis

3.04?

2.9 2. (:

2 .7

2.6

2.5

2.23

1.74

3b. The presumed three phases were not successfully identified. The

interplanar spacings of the tan layered material include three of the char-

acteristic spacings of semiamorphous h.ydrous calciwun silicates. Ho pnattel.s

for the other two phases were found in the ASTM powder diffraction file or

other soi ces available here.

Soils

37. The mineralogical composition of each of the 11 soil samples is

shown in table 4. Their composition does not suggest an, reason tc susrec!

the soil adjacent to the dry-doci- wAlls of causing movement of the structure

due to volum-e change of the soil.

Discussion of Results

38. The rather unusual environment of ihe iry dock , its iuiequo

periods of wetting and drying of the concrete probably resulte i in moxin-

concentration fronts or local concentrations of alkaii from the cement ,hi;>

together with other environmental facfors caused the reaction to occur.

39. Not all of the concrete exhibited a¶kali-sil iea rea:,Ion. ThiLs

ray sinify that two cements .:ere used 'mn re -.,ion ,s r'onfinel o !!e o01-

crete made with the one of higher alkali content, oi it 1%&, 1e tue +u -,

undetermined eniironmental faetor. It scorns more probabie 1a• •cr.ts e-in

different alkali conten+s were involved.

40. All of the preliminary visual aund low-power m[l'roscoptei c.-

aminations indicated that deleterious ilktl-s [lien re-ct ion hat .r

14



in five of the eight cores. This was indicated by the cracked concrete

and the presence of copious amounts of what appeared to be typical gel

reaction product. However, more detailed examinations indicated that the

coarse aggregate was not among the types known to be reactive and the gel

appeared to be more crystalline than such gel characteristically is. Since

the preliminary examinations, the bulk of the work azccomplished was the in-

vestigation of the unusual features of the aggregate and the gel. It was

believed that this information would help to decide if alkali-silica reac-

tion had occurred.

41. The results given in WES Technical Memorqndum No. 6-224, en-

titled "Investigation of Reactivity Between Alkalies in Portland Cement end

Aggregates Proposed for Use on Santee-Cooper Project, Moncks Corner, S. C.,"

are discussed in Progress Report 2 (Appendix B). Technical Yemorandiun

No. 6-224 is appended to this report as Appendix C.
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Table 1

Lateral Movements, in Ini:es;, of Dry Dock

"-As Measured at Edge of Top of Dry Dock,*
16 -12 J1une 963

Location on North Wall South Wall
Dock Scale 16 June 12 June 16 June 12 June

ft** 1953 1963 !ifft 1953 1963 Difft

454 0.50 0.56 +0.06 0.81 0.88 +0.07
436tt 0.19 0.25 +0.06 0.50 0.62 +0.12
433 11.94 12.12 +0.18 m.06 0.19 +0.13

f 384tt 0.12 0.25 +0.13 0.31 0.19 -0.12
1382 0.62 o.56 -0.06 0.62 1.50 +0.88

f 388tt 0.25 0.38 +0.13 0.06 0.19 +0.13
(336 o.69 0.69 0.00 0.50 0.75 +0.25

* f 292tt 0.38 o. l -0.07 0.19 0.25 +o.o6
(287 0.31 0.19 -0.12 0.19 0.19 0.00

f 236tt 0.75 0.81 +0.06 0.87 0.94 +0.07
(234 0.94 i.oo +O.06 0.62 0.50 -0.12

182tt o.94 1.00 +0.o6 0.75 o.81 +0.06
18o 0.25 0.25 0.00 o.62 1.00 +0.38

S123tt 0.19 0.25 +0.06 0.81 0.87 +0.06
(121 0.12 o.62 +0.50 o.94 1.69 +0.75

f28tt 0.12 0.12 0.00 0.37 0.31 -O.O6
(26 5.69 6.56 +o.87 0.37 1.44 +1.07

A to B 0.50 0.69 (+0.19) ......
C to D 0.00 0.25 (+0.25) ......--

Cumulative -- +1.92 4-3.73

As Measured from Plugs in Floor
Near East and West Ends

Location
on Dock 16 June 12 June

Scale, ft 1953 1953 Difft

W end 454 0.19 2.50 +2.31

E end 0.0-2 0.19 0.94 +0.75

* See reference 2(c),
* The western plug of each pair is located with respect to the nearest

point shown on the dock scale in reference 2(c).
t Plus sign (+) indicates elongation; minus sign (-) indicates contraction.

tt Pair located on opposite sides of a construction joint.
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Table 3

Chemical Analysis of Seconds .y Reaction

"Product (Gel) ir.Concrete Cores

Moles per lO0 C

Composition .Peent of Dried SampJ.e

11O (loss at 450 C) 1-.23 1.16

SiO2  66.00 1.10

R20 3* 1.98 0.02

CaO 11.54 0.21

MgO 0.00 0.00

Na20 1.30 0.02

K20 19.00 0.20

Cl- 0.39 Negligible

SO 3  Trace Trace

Total 100.11

SIF

Note? Underlined values are the rrajor constituents used in calculating the
general formula in paragraph 33d.
Assumed to be A12 0 3 , actually there is a trace of iron and perhaps

other elements present also.
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-APPENDIX A: CONCRETE CORES FROM DRY DOCK NO. 2, CHARLESTON, S. C.K
PROGRESS F'7PORT NO. 1, 14 JM2UARY 1966

1. During a conference by telephone on 31 December 1.965 among-

Mr. H. G. Protze, Mr. R. C. Flanders, and Mr. Bryant Mather, it was agreed

that the work being done at the U. S. ArrLW Engineer Waterways Experiment
Station (WES) on the subject cores would be briefly sum.marized and tentative

conclusions indicated in a progress report that would be completed on or

[J before 15 January 1966.

2. The information and samples made available by Messrs. Protze and

Flanders have been studied. The question that the investigation is in-

tended to answer--or assist in answering--concerns whether major portions,
specifically the north and south walls, of Dry Dock No. 2 should be incor-

porated in a modified and enlarged dry dock, or whether the present con-

dition and anticipated future condition of these walls are such as to indi-

cate that they should not be so incorporated. It is understoud that a

conclusion favorable to their incorporation would permit a major savings
in cost of the contemplated modification and that their removal and re-

placement at the time of modification would add to the cost of the modifi-

cation to an extent that is not excessively greater than would be expected

to be incurred were such removal and replacement required at a later date.

3. Concrete cores taken from the walls have been examined. The

cores were taken by drilling horizontally from within the dry-dock chamber.
/

Some cores represented concrete that can, by inspection of the cores and
the portions of the structure from which they were taken, be seen to have

undergone rather severe cracking and deterioration; other cores represented.

concrete that did not show such features.

4. Essentially all the aggregate that can be seen in and on the cores

is natural quartz sand and gravel having the appearance of that making up

similar deposits that occur frequently along the Atlantic Coast from Long
Island to Florida. Such aggregates have often been tested for reactivity

with alkalies but, so far as is known, no laboratory tests for- reactivity

have suggested a degree of reaction such as to indicate a need for precau-

tions to be taken to avoid expansion of concrete. WES Technical

Al
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Memorandum 11o. 6-224., October 1946, "Investigation of Reactivity Between Al-

kalies in Portland Cement and Aggregates Proposed •'or Use on Santee-"ooper

Project, Moncks Corner, S. C.," included studies of two sources of seiid and

gravel: Becker County Sand and Gravel Co., Cheraw, 3. C., and Lawrence

Stone and Gravel Co., Hamlet, N. C. Mortar bars made with these materials

indicated no significant expansion; parallel specimens made with known re-

active aggreg-%e showed severe expansion. Quartz is regarded as "nonre-

active" or "innocuous" from the standpoint of reactivity with alkalies.

5. Swrples of aggregate particles were cut with a small (0.35 in.)

diamond core drill from cores from the dry dock representing both damaged

(cracked) (cores 6N-l, 1S-6, 2S-4, and 6s-l) and undamaged concrete (cores

3S-3 and 4N-5). These aggregate cores were prepared and tested in accord-

ance wilh ASTM Designation: C 289-65, "Standard Method of Test for 1Poteri-

tial Reactivity of Aggregates (Chemical Method)" (also see CRD-C 126-62),

except that only 30-35 g of material in the fraction passing the Eo. 50 and

retained on the No. 100 sieves were available for testing. The results

were:

Aggregate from Core No. S cR

3S-3, 4N-5 31 0

6N-1, IS-6, 2S-4, 6s-I 25 0

Fig. 2 of ASTM C 289 provides a basis for evaluating these results. Points

plotted to the left of the line represent "innocuous aggregates." Foint

No. 66 on this figure represents quartz from near Denver, Colorado (see
4

table 5, pp 202-203), and has coordinates S = 31 , R 31 and is re-
c C

garded as innocuous. The points 'epreseniting the tests reported herein are

rnot regarded as significantly different frort point No. 66. The value of 0

for R is regarded with susplclon; if this value were in the runge 10 to

10 it would be more reasonable, and were it in this range the interpretation

would not be different. Possibly the low R indLoateS alkali in tlie ag-

gregate particles nnt completely removed during preparation of the test

sample3.

* Raised nurbers refer to similarly numbered items in the literature Vited
at the end of the main text of this report-
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6. The study of the aggregate therefore indicates the following:

a. By direct petrographic examination the aggregate is indicated
to be essentially quartz.

b. By the quick chemical test the aggregate is found to behave
as quartz is expected to behave, and would be classed as
innocuous.

c. Similar aggregates previously examined petrographically and
tested in mortar bars and for chemical reactivity have given
similar indications of innocuousness.

7. The damaged concrete is clearly damaged. The evidence both fr.,m

the concrete itself and from reports of examinations of the structure
S~strongly suggests damage by cracking and crushing due to internal expansion

of the sort induced by the alkali-silica reaction. Examination of the

damaged con--rete reveals an abundance of white reaction product superfi-

cially similar to that found in other structures that have shown cracking

due to internal expansion produced in consequence of the alkali-silica-

reaction (compare "Cracking of Concrete in the Tuscaloosa Lock" by Bryant
5IMather). This material, upon X-ray diffraction study, differs from alkali-

r silica-reaction product previously studied in being better organized (more

crystalline) and containing X-ray diffraction lines that have not yet been

identified as belonging to substances for which patterns have been recorded.

8. The tentative hypothesis is that the reaction that has occurred is

the alkali-silica reaction and that the cracking in the structure, insofar

as it is a manifestation of the behavior of the concrete as a material, is /

.wholly or predominantly due to the internal expansion that is a consequence

of this reaction and the expansion of the reaction prcduct. This hypothe-

sis does not provide an explanation for the reactivity of the quartz aggre-

gate which should not be reactive nor does it provide an explanation of the

unusual degree of crystallinity of the reaction product. The existence of
both of these anomalies may well have been contributed to by the environ-

rent of the structure, particularly the fact that it has been periodically

":I•led with and emptied of sea water. E\ldence of dwiage due to the charac-

teristic attack of sulfates in sea water on aluminates in hydrated Cement

was noted, but to a materially smaller degree than wna the evidence of

reaction producing the product previously described. However, the role of %

A3
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the ions in sea water in enhancing the solubility of silica, the presence

* from the sea water environment of ai essentially unlimited supply of sodium

ion, and the role of the sea water in chemically altering the alkali-silica-

reaction product are regarded as potentially significant and meriting fur-

ther investigation.

9. It is recalled that dry docks at both Brooklyn. New York, and

Norfolk, Virginia, presumably made using aggregates of a similar nature to

those in the Charleston Dry Dock, have manifested expansion and cracking.

In both cases the expansion presumably ceased or essentially ceased after

a time. It is believed possible that the abnormal nature of the reaction

product found in the concrete under study may have resulted from alteration

over a considerable period of exposure subsequent to its having been formed.

* Data regarding recorded vertical and horizontal movements in the period

1953-1963 in the dry dock fail to indicate progressive expansion.

10. It is therefore concluded:

a. The damage that has taken place is due to the expansion of
the concrete caused by expansion of the product of the re-
action between alkalies and silica in the aggregates.

b. The aggregates are of a type not regarded as reactive with
alkalies to an extent such as to cause expansion; but pos-
sibly the envirornent is such as to render them reactive in
this situation.

c. The indications are that the expansion that produced the
cracking has ceased and the structure has become relatively
dimensionally stable. Other dry docks on the Atlantic Coast
appear to have manifested such behavior.

d. In the interests of economy it would appear proper to include
the walls of the present structure in the modifiea stru1cture.

e. In future construction of dry docks and modifications of dry
docks along the Atlantic Coast, and particularly at Charles-
ton, S. C., the allowable types of concrete aggregaites should
not include natural gravels composed primarily of atartz.
The cement should be required to meet the provisicnr of ASTM
or Federal Specifications for type II (low-alkali).



f APPENDIX B: CONCRETE CORES FROM DRY DOCK NO. 2,
CHARLESTON, S. C., PROGRESS REPORT NO. 2,

2 FEBRUARY 1966

1. During a telephone conservation between Mr. R. C. Flanders and

Mr. Bryait Mather, it wai agreed that a brief second progress report to

-. upplement the progress report of 14 January 1966 would be prepared at the

U. S. Army Engineer Waterways Experiment Station (WES) and transmitted

before 4 February 1966.
2. A.. total of eight core sections have been received for study, as

"follows:

Field Depth
No. Back of Face, in. Condition

iS-6 41-3/, to 49 Cracked

2S-4 39-1/2 to 53-3/L4 Ci ;cked; reaction product

3S-3 28 to 38 No visible cracks or deposits

4s-4 48 to 52 No visible cracks or deposits

6S-i 0 to 12 Cracked; reaction product

32-1/4 to -4-3/ No visible cracks or deposits

6N-1 0 to 15 Cracked; reaction products

6N-3 27-1/4 to 39-1/2 Cracked; reaction products

All cores were taken from elevations -ID.Q, to -17.9, except 3N which was

taken at an elevation of -+0.7 an:d `3S which was taken at an elevation of
+0.8. Unless core 3N :-hows eviden ce of reaction, 'he cores that show re-

action represent the lower third only of the wall, so that there is no

representation of reacted concrete in the upper two-thirds of the wall that

has been examined here. The lateral distribution of the cores along each

wall indicates reacted concrete in both wall.: near the inboard end (6N, 6s)

and toward the outboard end (IS n1i '-)S, and P'4: which was examined by

Dr. Brown) with regions of unaffected concrete midway on each side (4N, 4S,

and 3S, and 5S which was examined by Dr. Brown).

3. Visual examination of all ('ores, and ex:-gnination of thin sectiions

of cores 4S-4, ,N-3, IS-U, anjd 2S-4 did noi furnish evidence to establish

that more than one source of coarse ano;regate is represented In these eores.
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If two or several sources are represented, they were very similar in com-

position and history. Examination of the thin sections failed to reveal

evidence that more than one source of cement is represented; discrimination

between two cements in thin sections of concrete is sometimes but not

usually possible.

4. A sample of the gel-like reaction product was handpicked from

cores 1S-6, 2S-4, 6N-l, and 6S-1. A cherical analysis of the 0. 4 -g sample

was made after drying the sample at 1450 C. This ignition temperature was

chosen because differential thermal analysis of the gel indicated loss of

all the water by that temperature. The results are shown. below, based on

weight of dried material.

Calculated Moles
Weight in 100 g of

Deterrr.nation Percent Dried Sample

H,0 (lost at 450 C) 17.23 1.16

Sio2  66.00 1.10

R03 1.88 0.02*
2 3

CaO 11.54 0.21

MgO 0.00 0.00

Na20 1.30 0.02

K20 19.00 0.20

C1 0.39 Negligible

SO3  Trace Trace

Total 100.11

Assuming all R2 03 is alunina. A trace of
iron, and possibly other elements, was
present.

If the proportions of principal constituents are expressed based on 2 moles

of K 0 , assuming loss at 450 C in water, they are:
2

2K 0:2.lOCaO:IlSiO :11.6H2 0
2 2 2
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5. The composition of the reaction product establishes the hypothe-

sis, tentatively accepted in the progress report of 14 January 1966, that

the principal reaction that has damaged the concrete is alkali-silica re-

action. The original assumption in the earlier progress report that the

wulimited supply of sodium ion from sea water played a part in the reaction

appears to be wrong, since the ratio of sodium to potassium in the reaction

product is 1 to 16.4, and in sea water the ratio of sodium to potassium is

1 to 0.0358. The predominance of potassium over sodium in the reaction

product suggests that the alkali was derived from the cement, since potas-

sium is more abundant than sodium in most cements produced in this country.

6. The absence of magnesium, the low proportion of Al203 (R203 of

the analysis), and the low amounts of chlorine and sulfate ion support the

conclusion that normal sea-water attack on concrete is not the reaction that

has taken place. The characteristic reaction products of sea-water attack

are ettringite (3CaO.Al 2 03 .3C 4.31H20), magnesium hydroxide (Mg(OH) 2 ))

gypsum, and silica gel. The chemical analysis of the principal reaction

product, microscopic examination of the concrete, and X-ray diffraction ex-

amination of cement paste concentrates all indicate relatively low amounts

of ettringite, no gypsum, and no more magnesium hydroxide than would be ex-

pected from hydration of MgO from the cement clinker.

7. The damaged cores were oriented as they were orginally located in

the structure, and general direction of elongation and inclination of the

major crack planes were determined (fig. Bl). If it is assumed that the

concrete expanded toward the free side and consequently cracked normal to

the available expansion direction, a crack pattern like the one shown would

be produced. Only trends are shown in the figure; the extent in length or

in depth in the wall of the crack system is not known.

8. Length-change measurements and changes in elevation have been ana-

lyzed. The lateral measurements cover the period June 1953 to June 1963.

Considering the north wall, the length changes from the plug at 45b ft on

the dock scale to the plug at approximately 121 ft on the scale total

0.55 in. (see table 1, main text). From the plug at approximately 121 ft

through that at 26 ft, the movements total 1.37 in. On the south wall, from

the plug at 454 ft to the plug at 121 ft, the movements total 1.97 in., and
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Fig. Bi. Sketch plan and cross section, Dry Dock No. 2, showing direc-
tions of elongation and inclination of major crack systems in damaged
cores. The sketch indicates only direction and inclination, not extent

or distribution

from the plug at 121 ft thro -h that at 26 f, 1.76 in. On both walls,

there is most movement in the outboard L00 ft. INo clear trend in rate is

discernible.

9. The relevant measurements of change in elevation concern three

plugs on the north and three on the south wall, and cover the period 1945

to 1963. Changes in elevation were considered in two sets, from 11 July

1945 to 22 April 1953, alid from 22 April 1953 to 14 Juie i9(0. Durint7 the

earlier, eight-year period, two of the three plugs in the north .all (plugs

5 and 19) moved 0.0.,9 and 0.060 ft, respeetivel:,', but in the next ten ,ears

they moved 0.051 and 0.037 ft, resvectivc!:,, showing a decreasing rate ol

movement. In the south wall, plugs 9 and moved 0.0'62 and 0.0- I£t,

ii4



respectively, during the first eight years; during the next ten years, the

movements were 0.063 and 0.079 ft, respectively, showing a decrease in rate

for plug 9 but an increase for 23. On both walls, the western and eastern

ends rose more than the middle as far as the measurements show. Plug 23,

toward the east end of the south wall (opposite 45 ft on the dock scale,

drawing H 302-1086 on Charleston Plan No. 66456), has shown an increased

rate of movement in the period 1953 to 1963 (see table Bl).

10. Conclusions and recommendations of this report are:

a. The composition of the reaction product establishes that
alkali-silica reaction is the agent that has damaged the
concrete.

b. The source of the alkali for alkali-silica reaction must be
assumed to be the cement, because the preponderance of potas-
sium over soditim in the reaction product eliminates sea water

,• as the source.

t• c. We have no explanation of the fact that quartz, a material
inert in alkali-silica reaction at normal laboratory tem-
peratures, reacted in this case. Quartz is known to react
with alkali at elevated temperatures. Research on the con-
ditions that can develop alkali reactivity of quartz in con-
ditions that exist in structures is needed.

_d. Plug 23 on the south wall (opposite 45 ft on the dock scale)
has moved at an increased rate in the period 1953-1963 as
compared to 1945-1953 (table Bl). The total change in ele-

vation is 0.115 ft. The rsst of the data on rate of movement
shows that changes in movement in the wall went on at a lower
rate in 1953-1963 than in 1945-J953.

e. It is recommended that the present elevation of the plugs
along the north and south walls be checked to establish
whether plug 23 is moving at an increased or a diminished
rate since 1963.

f. Cumulative lateral movements in the period 1953-1963 were
1.92 in. in the north wall and 3.73 in. in the south wall.
East of 123 ft on the dock scale, the north wall elongated
1.37 in. and the south 1.76 in. On the south wall, an elon-
gation of 0.88 in. at the plug opposite 382 ft on the dock
scale and an elongation of 0.38 in. at the plug opposite
180 ft are the greatest values on either wall west of the
123-ft mark.

It is recommended that the lateral measurements on the walls
be checked to establish whether covement has slowed since
1963.

h. The upper two-thirds of tbe wall are represented by only two
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cores, 3S from elevation +0.8 and 3N from elevation +0.7.
All the other cores represent elevations -10.6 to -17.9.

i. Unless inspnecticn of the structure has established the con-
dition of the upper two-thirds of each wall so that it can
be adequately compared with that of the bottom third, it is
recommended that vertical cores be taken near the eastern
and western ends of each wall in the section it is desired
to retain. The cores should be located between the upper
tunnel and the dry-dock basin. When a wall or pier is af-
fected by alkali-silica reaction, the upper, more lightly
loaded part of the structure usually shows more advanced
reaction than the lower. It would be undesirable to reach
a conclusion about the utility of the wall based on samples
that may represent the better rather than the average con-
dition of the concrete.

. Assuming the recommende, measurements of changes in length
and elevation confirm the general indication that expansion
is slowing in most of the sti'icture, it would appear proper
in the interests of economy to include the existing walls
in the modified structure.

k. In the modification and in future dry-dock construction along
the Atlantic coast, allowable concrete aggregates should not
include natural gravels composed primarily of quartz. The
cement should be required to meet the provisions of ASTM or
Federal Specifications for type II (low-alkali).
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Table B1
Chanes in Elevation, Plug 23! i5-1953

Change from Cumulative
Elevation Previous Change to

Date ft Reading, ft Date, ft Remarks

7-11-45 0.595 0.0 0.0
10-30-45 0.605 +0.010 +0.010
2-4-46 0.601 -0.004 +0.006
5-10-46 0.603 +0.002 +0.008
8-]5-40' 0.592 -0.011 ..0.003 No significant changes
1-2-47 0.594 +0.002 -0.00i during this period
4-1-47 0.597 +0.003 0 .C02
1]0-i-47 0.599 -0.Co2 +0.004
4-1-48 ..60o -tO.002 +0.006
4-1-49 O.,598 -0.003 +0.003-,

4-1-5o 0.624 +0.026 +0.0294-30-51 0.621 -0.003+0.026

4-1-52 0.621 0.0 +0.026
4-22-53 0.631 +0.010 +0.036
4-26-.54 0.641 +0.010 +0.046 At least three significant
4-18-55 0.659 +o.018 +0.064' changes during this
4-5-56 0.668 +0.009 -+0.073 period
3-26-57 0.666 -0.002 +0.071
10-1-62 0.710 +0.044* +0.115
6-14-63 0.710 0.0 +0.115.2

"Chance at an aveavrg rate oj" V.00t8 •t r.
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INVESTIGATION OF REACTIVITY BETWEEN ALKALIES

IN PORTLAND CEMENT AND AGGREGATS

PROPOSED FOR USE ON

SANTEE-COOPER PROJECT, MONCKS CORNER, S.C.

sYYOPSIS

1. An investigation of the potential reactivity betwoen certain

aggregates and portland cements proposed for use in concrete construc-

tior, on the Santee-Cooper Project was made at the request of the South

Carolina Public Service Authority. This investigation involved the

fabrication of sets of mortar bars containint nine different aggregates

combined with a cement of normal-alkali content and with a high-alkali

cement, and of control bars made with a stardnrd rea'-tive aggregate.

The bars were stored at 70"F in sealed cans over water for six months

and observat.ions of length change were made.

2. The aggretates submitted :or test did not ahoy. expansion

either with cements of normal- or high-alkali content. They are there-

fore regarded as non-reactive, I.hen a control aggregate of known

reactivity was used with the cement of highest Aa2 0 content of those

submitted, severe expansion occurred# indicating that the cements with

high-alkali content were capable of producing deleterious reaction. The

cement of norm.slalkalt content did not react with the centrel reactive

ageregate to cause deleterious expansion,
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lIlT RODUCT ION

3. The investigation reported herein was requested by 1!r. J. H.

Moore# Chief Engineer# Seuth Carolina Public Service Authority, L'oneks

Corner, S. C.. in a letter dated 29 October 1945 to the Chief of

Engineers. Reply to this letter was nade by the Office, Chief of

Enrineers, under date of 6 November 1945 stating that the tests requested

could be made by the Central Concrete Laboratory, 1Vt. Vernon, N. Y. (now

the Concrete Research Division, U. S. Taterways Experiment Station).

Further arrangements were made by correspondence between Wr. Yoore and

the Office, Chief of Engineersl the investigation was authorized in

letter from the Office. Chief of Engineers, to the Division Engineer.

North Atlantic Division, dated 5 January 1946.

4. The investigation was accomplished at the Central Concrete

Laboratory, Xto Vernon, IT* Y., under the supervision of UTr. Co . TE.uerpel,

Engineer-in-Charge. :r. Wuerpel was assisted in the testing program by

Messrs. Bryant Vather, 'William Walton, Chaja VWeinbaum, Albert T.einer,

and Alexander Brody, and by Mrs. Katharine rather and ?Iin, Rhoda Klein.

This report was prepared by Mr. Bryant gather.



PART I: PREPARATION OF MATERIALS AND TEST SPECIMENS

Materials Submitted for Test

S~Aggregates

5. Samples of nine aggregates were received in accordance with

requests made to the producers by the South Carolina Public Service

Authority. These aggregates consisted of two sands, two gravels and

five crushed stones, as listed on table 1l

Cements

6. Samples of twelve cements were also rec'ived in accordance

with requests made to the manufacturcre by the South Carolina Public
S~t

Service Authority. The.i cements are listed in table 2.

Control katerials i

7. In addition to the aggregates and cements submitted for

test, an aggregate of positive reactive natur was prepared in the

laboratory by blending siliceous sand from LOBE Island, MetY. with

3 per cent crushed apaline chert from California. A standard high-

alkali coment was also selected from stocks at the laboratory for

use as a control. It is listed on table 2 ac ement ao* 13.

Prearation of Materials

A~cregatesu

8. Each of the nine aggregates was prepared by orushing and
* '4

pulverizing as required, and by sleving, to provid, the required number

C5
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of batches, each of the following weight and gradingt

Sieve go. Individual Weight#
Ns!sing REtained on Per Cent fems

4 8 19 192.375

8 16 19 192.375

16 30 19 192.375

30 50 19 192.375

50 100 19 192.375

100 Pan 5 50.625

Total 100 1012.500

9. The laboratoryj-made reactive aggregate was prepared to

this same grading.

Cements

10. Each of the thirteen cements was subjected to chemical

analysis for determination of per cent Na2 0, K2 0, and total water-

soluble alkali. The results of these analyses are given in table 2.

On the basis of these results cement no. 3 (Lehigh, Birmingham, Ala.)

was selected for use in the major group of test specimens since its

total alkali contents calculated as 13a2 0, was most nearly 0.50 per

vent and also most nearly equal to the average total alkal;. content of

the twelve cements submItted.

11. The laboratory standard high-alkali cement, no. 13 with

0.04 per cent Wa201 1.18 per cent K10. and 0.82 per cent total alikali

ealculated as Na2O, was used for the second group of speolmens.

12. These two cements, plus eeme no*. 1, Lone Star, Norfolk,

W.. heioh had the highest 1faO oontent. O.O per aeet, were used Ia the
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third group of specimens made with the laboratory-prepared reactive

aggregate.

13. All three of the cements used in making mortar test speci-

mens were subjected to complete chemical analysis, tie results of which

are given in table 3.

Preparation of Specimens

14, A total of 135 specimens were made from 45 batches of mortar

representing 21 different test conditions. The distribution of speci-

mans was as follows:
Bars Total

Cement Rounds Aggregates Per Round Bars

# 3 3 9 3 81

#13 1 9 3 27

#1 39

# 3 3 1 Is 9

#13 5 1 3 9

Total: 135

15. Each mortar batch contained 1012.5 g of agrregato, graded

as ahoun in par. 8 above; 450.0 g of the indicated *-ement; and 225.0 g

of water. In the cases .where three rounds were made to represent the

same ccmbination, each round was made on a different day,

16. Each specimen consisted of a 1- by 1- by 11-in. bar molded

with its long axis horizontal and containing embedded reference points

in each end with 10 in. effective gage length betweet the points. After

molding, the specimens were stored in fog in their molds to an age of 44

- 4 hr. after ich they were stripped and tteir length& ware detemifned.

C7
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PART II: LENGTH-CHANGE MEASUREMENTS

Storage

17. Inmediately after the initial length had been determined, the

bars were placed in metal cans for exposure. The exposure cans were

stored in a constant-temperature room mpaintained at 70'+ 2"F. The

specimens were supported in each can in a vertical position, the lower

end of each bar resting on the false bottom of the can. Each can was

sealed and the sir surrounding the specimens was maintained at a rela-

tive humidity of 100 per cent by partly filling the space below the

false bottom of the can with fresh water. All of the specimens in any

one can were made with the same cement.

Meaeurements

18. Measurements of length were made in the storage room 1y means

of a dial-gage length comparator graduated in ten-thousandthr of an inch.

Exposure was continued and measurements made until the specimens reached

an age of approximately six months.

19. The average values for length-change of each group of three

bars and of the three rounds of ,imilar bars at each are are given in

table 4. The average values for each test condition are plotted in

plates 1-3.

C8



PART III: RESULTS AND CONCLUSIONS

Cement No. 3 Jith Test Aggregate

20. The bars representing the nine test aggregates and cement

no@ 3 all showed slight expansion at the early ages, the maximum

expansion shown by any cot being 0.008 per cent at 35 days. The early

expansion was followed by shrinkage in all cases, the maximum net

shrinkage by any one set being 0.029 per cent at the six-month age.

Length changes of this magnitude are regarded as negligible. These

aggregates may therefore be regarded as non-reactive with normal

cements such as no. 3.

High-Alkali Cement With Test Aggregate

21. The bars representing the nine test aggregates and the

standard high-alkali cement no. 13 all showed slight expansion at the

early ages, the maximum e-pansion shown by any one set being 0.004 per

cent at 28 days. This early expansion, it will be noted, is even

smaller than that shown by these aggregates with the normal cement no.3.

As in the group with the normal cement, the 'early expansion %s followed

by a shrinkaps, the naxinum net shrinkage by any one set being 0.030

per cent at 168 days. On the tasis of these data, the aggremates may be

regarded as non-reactive with high-alkali cements such as no. 13.

Reactive Agregate Control Series

Cement n.= 3 end reactive aggrecate

22. The bars made with the normal cement no. 3 and the reactive

C9
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opaline ag-regate showed less length change, on ths average, than any

other test condition included in this series. The first round of bars

in this series showed a slight net expansion throughout the test,

fluctuating from a minimum of 0.004 per cent at 3 days and 56 days to

a maximum of 0.013 per cent at 126 days and 0.009 per cent at 6 months,

The second round vms intermediate in behavior and the third round

showed almost no expansion* The third-round bars showed a maximum

shrinkage of 0.026 per cent at 63 days Und 0.021 per cent at 6 months.

On the basis of thete negligible length changes, cements such as no. 3

I may be regarded as potentially incapable of causing deleterious re-

action even vhen used with reactive aggregates.

Cement no. 1 and reactive aggregate

23. The bars made ,vith the relatively high-ta2 0 cemert no. 1

and the reactive aggregate showed progressive ani marked expansion

reaching a maximwm of 0.611 per cent at 168 days when the test was dis-

continued. It appeared at that time that the potartirl expansion at

greater ages would have been still greater. A length change of this

magnitude is regarded as indicating severe deleterious reaction. Cement

no. 1 may therefore be rogardod as one which might be expected to

particivate in deleterious reactivity it used with a markedly reactive

aggregate.

High-alkali cement and reactive aggregate

24. The control series of bars made with hieh-alkali cement

(no. 13) and the reactive aggregate showed severe expansion indicating

marked de'•- reactions The average expansion of 1.125 per cent at

Cdo



168 days is believed to be considerably less tian that which would have

been attained had the test been continued to later ages.

Conclusions

25. The results of this investigation indicate that:

a. The aggregates sulmittod are apoarently non-reactive with
cements of either norn-al or high-alkali content.

b. The ceent from the group suhmitted vwich had an alkali
content most nearly equal to that of the average for the
group apparently will not cause deleterious roactivity
then used with any of the aggrcCates submitted or
with an aggregate of known reactivity.

a. The cement from the group submitted which had the highest
Na2 0 cortert will, Vhen used with an aggregate of knoman
reactivity, cause dcloterious expansion.

4l
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TABLE 1

AGGREGATES FUBUITTED FOR TESTING

Sand

I. Becker County Sand and Gravel Company, Gretchen (Cheraw), South
Carolina

2. Lawrence Stone and Gravel Company, Hamlet, Vorth Carolina

Gravel

3. Becker County Sand and Gravel Company, Gretchen (Cheraw), South
Carolina

4. Lawrence Stone and Gravel Company, Hamlet, F.Torth Carolina

Crushed Stone

5. Rion Crushed Stone Company, Rion, South Carolina (granite)
6. Palmetto Quarries, Columbia, South Carolina (granite)
7. Blair Quarries. Columbia, couth Carolina (granite)
8. Weston and Brooker, Columbia (Cayce), South Carolina (granite)
9. New York Trap Rock Company, Clinton ?oint, New York (dolomite)

C12



TABIE 2

PORTLAWD CEMBUTS TESTED

Santos- Total . H2 0 -0ol.
Cooper Na2 0 K20 cale Na2÷K20 ?Na2O+ K20
F1umber Cement K90 as Ra2 0 as Na20 as Na&O

13 RC-130
Alpha,
Birmingham, Ala. 0.04 1.18 O.78 0.82 0.69

I RC-131
Lono Star,
Norfolk, Virginia 0,70 0.11 0.07 0,77 0.08

2 RC-132
Lone Star,
Birmingham, Ala. 0,21 0.94 0.62 0.83 0.47

3 RC-133
Lehigh,
Birmin-ham, Ala. 0.08 0.67 0.44 0.52 0.19

4 RC-134
Lehigh,
Fordwick, Virginia 0.06 0.81 0.53 0.59 0.51

5 RC-135
Penn-Dixie,
Clinohfield, Ga. 0.02 O.18 0.12 0.14 0.01

6 RC-136
Penn-Dixie
Richard City,Tenn, 0.08 0.45 0.30 0.38 0.27

7 RC-137
Penn-Dixie,
King3soort, Tenn@ 0.09 0.35 0.23 0.32 0.09

a RC-138
National,
Ragland, Alab-ma 0.07 0.18 0.12 0419 0,03

9 RC-139
Alpha,

irimingham, Alabama 0,05 1,07 0.71 0.76. 0,36

%

(Concluded on next page)
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TABLE 2 (0ont'd)

Santee- Total 920 -801.
Cooper C na 2 0 K20 calc ?T,2

4K2 0 Na2 DPK 20
Number Cement .. N&0 as Pag

10 RC-140
Universal Atlas,
Birminghau ., Ala. 0.09 0.67 0.44 0.53 0.14

11 RC-141
Southern States,
Rockmart, Georgia 0.07 0.42 0.28 0.35 0.14

12 RC-142
Volunteer,
Knoxville# Tenn. 0.04 0.47 0.31 0.35 0.11

The Lehigh, Birmingham, Alabama (RC-133) cement most
closely approximates 0.50 per cent total alkali content#
Calculated as Na2 0.
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TABLE 3

COMPLETE CHEMICAL ANALYSIS OF CEMNTIT£ USED IN TESTS

No. 13 No. 1 No. 3
Alpha, Lone Star, Lehigh,

Birmingham Norfolk,Va. Pirmingham
RC 138 RC 131 RC 133

Per Cent Per Cent Per Cent

Si0 20,76 21.85 22,25
A12 03  5,43 3.93 4.38
Fe 2O3  2o53 4.91 3.42
CaO 61.75 63088 62.81
MgO 2.92 1.01 3.02
SO3  10•3 1946 1.53
Ignitioýn Loss 3.36 1.10 0.99
Total 98.38 98,14 98.60
Insoluble Residue 0.10 0.11 0.16
P2 05  0.087 0.230 0.070
1M2 03  0.040 0.058 0.046
ES2 0 0.04 0.70 0.08
N20 1.18 0.11 0*87U20 Soluble Na2O 0.05 0.06 0,02

B20 Solutle K20 0080 0,03 0*22-
Free CaO . .... 0.73 ... 0.8- "O,04

Compounds __""

c3s 48o79 56.34 47.0
C28 22.79 20.23 27.99
C3A 10.11 2,12 5.49
C4CA 7.69 14993 11.00
CaSO 2,77 2,48 2.6Zr
CaO katuration 65.87 68.94 69.72

Ratios

Colony's Ratio 2.66 2463 258-
A12O;/Fe203 2.15 0.80 1.21
510 /R20 3  2.58 2,39 2078
CaiSi0 2  2.97 2.92 2.82

C15 I.'
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